
PRODUCT DESCRIPTION 
3635 Standard Vinyl PSA is a flexible, 6 mil calendered
vinyl with a permanent acrylic adhesive and a durable
matte coating. The permanent acrylic adhesive
provides a strong, long-term bond for most indoor
applications. The durable matte coating provides
universal compatibility on the most common
aqueous inkjet printers. 
 

3635
Standard Vinyl PSA  Matte 11 mil

• Flexible Calendered PVC Base

Basis Weight                              290 g/m² (with liner) 

Whiteness                                   116

*All values listed are target values

  

• Print Adhesive Vinyl on Aqueous Printer for Indoor use.

• Retail Wall Graphics, Cut Vinyl

• Permanent / Water-Based Adhesive

• Waterfast / Outdoor Durable

  

ADVANTAGES

  

PHYSICAL PROPERTIES

• Available widths: 24”/ 36”/ 42“/ 44”/ 50“ -  2” core

  

  

APPLICATIONS

ADDITIONAL INFORMATION

11 mil (6 mil vinyl / 5 mil liner) repilaC

• For additional product information please call 1-800-366-7393
   or visit our website www.sihlinc.com where you can also find an authorized Sihl reseller near you.

TECHNOLOGIES

Aqueous

Opacity                                         >99%

• Excellent Lamination Properties

AQ

• Great for Smooth Surfaces

• Performance of our adhesive products is dependent on your application. We highly recommend that you
   test our product in the intended application to assure satisfactory performance


