
Epson® Professional Media

An extremely high-quality, wide-color-gamut, water-based sublimation transfer paper. 
Finished output provides high ink transferability on an extremely low-cockling base.

Professional Media Fact Sheet

DS Transfer Multi Purpose

This product is warranted to conform to published specifications and be free from defects in material and workmanship for one year from the date of purchase. The exclusive remedy is replacement or refund of the purchase 
price. This warranty does not cover any color change or fading of prints or reimbursement of materials required for reprinting. In Canada, warranties include both warranties and conditions. THE FOREGOING WARRANTY 	
IS IN LIEU OF ALL OTHER WARRANTIES, EXPRESSED OR IMPLIED, INCLUDING BUT NOT LIMITED TO THE IMPLIED WARRANTIES OF MERCHANTABILITY AND FITNESS FOR A PARTICULAR PURPOSE. 	
In no case shall Epson be liable for any special, incidental, or consequential damages. Specifications are subject to change without notice. EPSON is a registered trademark and EPSON Exceed Your Vision is a registered 
logomark of Seiko Epson Corporation. All other product and brand names are trademarks and/or registered trademarks of their respective companies. Epson disclaims any and all rights in these marks. 
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Features/Benefits
•	 Optimized for transferring onto multiple sublimation substrates
•	 Excellent color gamut
•	 High ink transferability
•	 Extremely low cockling

Ordering Specifications
Single Carton Product Code	 Size	 Count	 W x D x H	 Weight		  UPC

S045479	 17" x 300'	 1 roll	 19.0" x 6.5" x 6.5"	 11.4 lb	 0 10343 90839 0

S045480	 24" x 300'	 1 roll	 26.0" x 6.5" x 6.5"	 16.1 lb	 0 10343 90840 6

S045451	 44" x 300'	 1 roll	 46.0" x 6.5" x 6.5"	 29.5 lb	 0 10343 90825 3

S045452	 64" x 300'	 1 roll	 66.0" x 6.5" x 6.5"	 42.9 lb	 0 10343 90826 0 

Technical Specifications
Basis Weight	 Thickness	 ISO Brightness	 Opacity %	 Base Material	 Surface Finish

105 g/m2	 5.3 mil	 87	 97	 Paper	 Matte

Required temperature for optimum performance	 68 ˚ to 77 ˚F (20 ˚ to 25 ˚C)
Required humidity for optimum performance	 40 — 60%
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