
somerset MUSEUM RAG 300
Specification Data Sheet

Product Description 

Somerset Museum Rag is the newest paper by the acclaimed St Cuthberts Mill in England, who
over a decade ago helped create an entire industry when it launched Somerset Enhanced Velvet -
one of the First papers used for Fine art digital imaging. Somerset Museum Rag is a pioneer in its
own right while remaining true to its history. It combines an archival 100% cotton heavyweight
paper with a smooth surface, sensuous to the touch while durable to everyday handling, with the
latest in coating technologies to produce deep, rich blacks with an unparalleled color gamut to
make a vibrant image pop to life.

-Available in single sided sheets and rolls

Application

Photography, Portrait, Posters, Graphic Art Reproduction

Type of Material
Basis Weight
Caliper
Bu�ering
Whiteness (TAPPI)
Opacity
OBA Content
Acid Free
PH Value
Surface

Recommendations

(212) 683-6990 (NYC)   (562) 928-5600 (LA)     moab@legionpaper.com  www.moabpaper.com

100% Cotton Mould made 
300gsm
19mil
Calcium carbonate
97%
97%
Minimal
Yes
8.5
Matte
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Aqueous Piezo Printer Compatibility
Aqueous Thermal Printer Compatibility
Ink Compatibility
Storage

Print Settings & ICC Pro�le

All
All
Pigment, Dye
72°F (22°C); Relative Humidity: 30-70% (Store in
original packaging)
Our Custom ICC Pro�le will produce optimum 
results


